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Important information
Thank you for purchasing this module. This item has been manufactured
following a quality advanced production process complying UNE-EN 60950,
UNE-EN 301 489, UNE-EN 61000-6 and UNE-EN 300 220 regulations.
Please read carefully this guide and keep it for future reference.
Use this thermostat to control HVAC equipment (that allows external
thermostat control) or whatever equipment you have to control depending on
the temperature (the internal relay supports up to 5A@230VAC or 30VDC).
It is also possible to asociate the thermostat to one or various power control
modules. The relay of an associated power control module will copy the
operation of the thermostat relay.
Do not expose this device to rain, moisture, dripping, or splashing.
The installation must comply with local regulations.
The device shall not be used for critical applications, or that
endanger the safety of people, objects or animals.

Thermostat installation
Technical data - Thermostat module
Consumption: <1,5W
RF Band: 868MHz ISM Band
Power supply: 117~240VAC, 50/60Hz
Maximum relay current: 5A@230VAC, 5A@30VDC
Dimensions(Height x Width x Depth): 85mm x 85mm x 40mm

To reduce the risk of electrical shock, serious injury or death,
disconnect the electrical power before wiring the module. The
installation should be carried out by a qualified electrician.

Please read carefully this guide and keep it for future reference.
The installation must comply with local regulations.
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To attach the thermostat to the wall, slide the screen up and pull it out (1).
Base and display will continue connected by a wire (2). Insert the base into the
wall and fix it with the screws (3). Attach the screen again to the base (4).
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Wire the module according to the diagram.
Connect terminals 1 and 2 to the mains (after
disconnecting it).
Terminals 3 and 4 are connected to the internal relay
of the thermostat, connect it to the HVAC
thermostat input or to the load (max.5A@230VAC
or 5A@30VDC).
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Adding the thermostat to the system
To operate the thermostat with your device, you have to install it in a zone. All
thermostats installed in the same zone will execute the instructions at a time.
To operate the modules independently, install each of them in different zones,
and group in the same zone those what you want to operate together.
Start the app and go to “Heating”. At the tab bar press “Configure”.
Select “Add zone” to install the module in a new zone or “Edit zone” to group
this module with other already installed. If you chose to add a new zone, you
have to enter a name for it, and if you chose to add the module to an existing
zone, you have to select the zone in which you want to install the module.
Then select “Add modules”.
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To launch the installation process disconnect the thermostat from the mains
and connect it again. The thermostat will try to be installed every time it is
disconnected and reconnected to the mains, so before launching the
installation process in the app check that only the correct thermostat is going
to be turned off and on.
Once the thermostat has been installed, the app will increment the number of
modules of that zone. Wait until the blocked icon “ ” dissapears before
starting to operate the thermostat.

Thermostat diagram
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Power control modules association

Time

The thermostat can be associated to one or more power control modules. It
could be interesting to operate wirelessly an equipment or to connect a load
with a consumption higher than 5A@230V (up to 8A@230V).
Once associated, the power control module will close its relay every time the
thermostat relay is closed, and it will be opened when the thermostat open it.

Advanced settings (1/2)

Down

Advanced settings (2/2)

Up
On/Off

Start the app and go to “Other equipments”. At the tab bar press “Configure”.
Press“Edit zone” and select the power control module you want to associate.
Press the “Associate actuators” button.
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As when installing the thermostat, to launch the association process you have
to disconnect the thermostat from the mains and connect it again. The
thermostat will try to be installed/associated every time it is disconnected
and reconnected to the mains, so before launching the asociation process in
the app check that only the correct thermostat is going to be turned off and
on.

The app will show now the association menu. You have to set the association
because initially it will show “1 -> (not defined)”. Click on the “not defined”, and
at the new screen set the “Instruction” to ON and press “Done” to return to
the previous menu.
Press “Done” again to finish the association process.
Now the relay of the power control module will copy the operation of the
internal thermostat relay.

Adjust the temperature offset
If the temperature showed by the thermostat is not right, you can adjust the
offset of the sensor probe.
Turn off the display by pressing the ON/OFF button “ ”. Immediately
afterwards, press the buttons “ ” and “ ” for five seconds. The display
will show the code “1”. Then press “ ” or “ ” buttons to select the
correction. Once you have finished, wait until the display goes off or press
the ON/OFF button.
Please do not modify any values other than the value with the code “1”.
Otherwise your thermostat module may stop working properly.

Made in EU

